Motor Parameters ILM85x23
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Pe rfO rmance characteristics (interconnection star—serial)

Rated power (P)

Rated torque (T zteq)

Peak torque (T,nax) (20% linearity deviation)
Rated voltage (V,ateq)

Rotational speed (Sya)* @ U ated

Rated current (l;5teq) (phase current amplitude)
Loss from standstills (P ateq) @ Tiated
Torsional constant (phase current amplitude) (Kt)
Motor constant (ky,) @ 20°C

Terminal resistance (R) @ 20°C
Terminal inductance (L)

Rotor inertia (1)

Number of polpairs

Max. efficiency (n)

Weight of stator rotor kit (m)

* Theoretically achievable no—load speed

[W]
[Nm]
[Nm]

[Vl

[1/min]
[A]
[W]

[Nm/A]

INm/VW]
[mQ]

[nH]

[kgcm?]

%
[g]

410
2,3
7,3
48

1900
11
30

0,21

0,426

320

890

0,98
10
92

550
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Motor Parameters ILM85x23

Characteristics for interconnection variants

Interconnection

star—serial
delta—serial
star—parallel
delta—parallel

Vrated
\
48,00
27,71
24,00
13,86

Maximal rotation speeds

Intermediate circuit voltage

(V]
48,00
36,00
24,00
14,40
12,00

9,00

star-serial

*
Smax

[1/min]
1900
1420
950
570
470
350

Irated kT R
[A] [Nm/A] [mR]
11,00 0,2100 320,00
19,05 0,1207 106,67
22,00 0,1045 80,00
38,11 0,0604 26,67
delta-serial star-parallel
Smax* Smax*
[1/min] [1/min]
3290 3800
2460 2850
1640 1900
980 1140
820 950
600 700

* Theoretically achievable no-load speeds; Variances may arise by operation of various inverters.
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[uH]
890,00
296,67
222,50

74,17

delta-parallel

*
Smax

[1/min]
6580
4930
3290
1970
1640
1230
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Motor Parameters ILM85x23

T/lI-diagram ILM 85x23 (star-serial)
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